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1" GAP IN CONTINOUS ANGLE
TO ALLOW CONDUIT TO PASS

INTO SLAB

1/2" DIAMETER CONDUIT

THERMOCOUPLE
EXTENSION WIRE

COMPENSATED
THERMOCOUPLE CONNECTOR —

LEAD WIRE

CAST IRON JUNCTION BOX
SHOULD BE RAIN TIGHT OR
SEALED ENCLOSURE FOR

1/2" DIARIGID STEEL

CONDUIT

MASONRY WALL

DETAIL 1

/

/

=

NOTE:

ALL ITEMS SHALL BE FURNISHED AND INSTALLED BY GC UNO.

ELEVATED CONCRETE ROOF
OR 2ND FLOOR SLAB

THERMAL LINING RIGID
INSULATION

THERMAL LINING TILE

PL 1/8" x 6" x 6" STAINLESS
STEEL W/(4) HILTI KWIK-CON
[+ 3/16" x 1-1/4" FASTENERS

PL 1/8" x 3" DIA STAINLESS
STEEL DOME COVER W/ 1"
DIA HOLE FOR
THERMOCOUPLE

TYPE K THERMOCOUPLE
CONNECTED TO TYPE K EXTENSION
WIRE W/COMPENSATED TYPE
CONNECTION, 1/2" DIA MAX

SCALE: 3"=1'-0"

PANEL A SCHEDULE

100A, MCB, 240/120V, 1PH, 3W, SN, GB MOUNT: SURFACE 22.0 kAIC (MINIMUM)
12 BRANCH CIRCUIT POLES (MIN) LOCATION:
LOAD (KVA) | BKR | WIRE | NEU | GND |COND | CKT | CKT |COND | NEU | GND | WIRE | BKR | LOAD (KVA)

LOAD SERVED A B TRIP | SIZE | SIZE | SIZE | SIZE | NO. | NO. | SIZE | SIZE | SIZE | SIZE | TRIP A B LOAD SERVED
T.M.S. PANEL 0.7 — 20 12 12 12 3/4" 1 2 - - - - - — |SPACE
RECEPTACLES — 0.5 20 12 12 12 3/4" 3 4 - - - - - — SPACE
LIGHTING 0.1 — 20 12 12 12 3/4" 5 6 - - - - - — |SPACE
SPARE — 20 - - - - 7 8 - - - - - — SPACE
SPARE — 20 - - - - 9 10 - - - - - — |SPACE
SPARE — 20 - - - - 11 12 - - - - - — SPACE

TOTAL 0.8 0.5 0.0 0.0 TOTAL
CONN. LOAD: 1.3 KVA 54A TOTAL PHASE KVA: A: 0.8 B: 0.5
DEMAND LOAD: 1.3 KVA 54A TOTAL PHASE AMPS: A: 0.0 B: 0.0

STANDARD PLUS/JACK CONNECTION

4" x 4" x 2" (MAX) JUNCTION BOX

FILL JUNCTION BOX WITH
CERAMIC FIBER BATT
INSULATION

TYPER
THERMOCOUPLE

1/2" DIA RIGID CONDUIT

CONC ROOF OR FLOOR SLAB

PLACED BEHIND
THERMAL LINING
INSULATION AND
CONNECTED TO TYPE
K EXTENSION WIRE
W/COMPENSATED
CONNECTIQN WHERE
NOTED AS&%R

ON PLANS

THERMAL LINING
RIGID INSULATION

PL 1/8" x 6" x 6" STAINLESS
STEEL W/(4) HILTI KWIK-CON
[+ 3/16" x 1-1/4" FASTENERS

COMPRESSION FITTING
BY THERMAL LINING MFR

NOTE:

THERMAL LINING TILE

TYPE K THERMOCOUPLE
CONNECTED TO TYPE K EXTENSION
WIRE W/COMPENSATED TYPE K
CONNECTION, 1/2" DIA MAX (WHERE
NOTES AS(C) ON PLANS)

K

ALL ITEMS SHALL BE FURNISHED AND INSTALLED BY GC UNO.

DETAIL 2

SCALE: 3"=1-0"

WARNING STROBE W/HORN

T.M.S. PROGRAMMABLE
DATARECORDER ———————

NEMA 4X CABINET

0.000

PEN 2

74.1

PENS

75.979

PEN 4

48.97

PEN S

63.00

PEN 6

30.00

PEN 7

54.12

PEN S

10.00
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SWITCH

ALARM SILENCE
PUSH BUTTON

ELEVATION

ELECTRIC HEATER

SCALE: 3"=1-0"

0 3 6
(™ s ™ —
SCALE: 3"'=1-0"
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